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Lithium-Ion Battery Cabinets

IO90.195.120.PC.WDC - 90 Minute Flammables Storage Cabinet 

• Robust construction and longevity: triple hinged door, safety
elements assembled outside the storage compartment for
increased protection against corrosion, scratch- and impact-
resistant surface, easy to clean.

• Easy and comfortable handling: smooth doors with
permanent self-locking via oil-dampened door closer. Open
doors with minimum amount of force

• No unauthorised use: door lockable with cylinder locking
(integration in an existing locking system possible) and locking
state indicator (red/green)

• Easy transport: integrated transport base for internal
transportation, base cover available as an option

• Easy alignment: adjusting aids to compensate for uneven
floor.

• All-around protection: 90-minute fire protection from outside to
inside (type 90 / type tested in accordance with EN 14470-1) and
for more than 90-minutesfire resistance for fires from inside to
outside.

• Ventilation: integrated technical ventilation to avoid heat build-up, turning wheel in the
exhaust grate as in indicator of sufficient technical ventilation

• Safe storage and charging: installed 3-stage warning and fire suppression system including
smoke detector, temperature sensor, visual and acoustic alarms and fire suppression unit,
triggers automatically in case of a fire, plug in ready for connection to mains supply.

• All- round protection: 90-minute fire protection from outside to inside and for more than 90
minutes fire resistance.

• Available equipment: height-adjustable grids shelves with load capacity of 180 kg, Bottom
collecting sump, high-quality outlet strip with metal housing for each storage/charging level.

External 
Internal 

1,193W x 615D x 2,224H (mm) 
1,050W x 522D x 1,647H (mm) 

Dimensions : 

Cabinet Weight: 

Loading: 

Storage: 

424 Kg 

Max 180 Kg evenly distributed load per shelf. 

6 No. grid shelves and 1 no. bottom collecting sump. 

Spillage Collection: 

Access: 

Finish:   

2.6 L Leak tested, welded steel, liquid collection sump in base. 

Double hinged wing doors 

Chemical resistant powder coat finish 
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